TOSHIBA Warranty
Toshiba Pocket Pc 9570 1 years parts and labor, 1 year battery

Environmental Specifications

Temperature:O 5
. . Operating: 5~ t0 40°C
PrOdUCt HI hll htS Non-operating: -10°t0 60° C
Relative Humidity:
. Overview Operating: _30% to 80% non-condensing )
o Featuring dual integrated expansion slots and Non-operating: 10% to 90% non-condensing
vibrant color display, Toshiba’s PDA is Accessories
designed for customers looking for the ultimate USB Cradle PA3147U-1DST
in performance, expandability and wireless Serial Cradle PA3148U-1DST
mobility ) ! - ) AC Adaptor PA3145U-1ACA
. Small size, lightweight. Fits easily in your shirt USB cable PA3149U-1ETC
pocket. Serial cable PA3150U-1ETC
e Performance Stylus set (3) PA3142U-1ETC
e Intel StrongARM processor at 206MHz Earphone (w/ remote) PA3144U-1ETC
: CAMB SORAM M5 D M SOMSZOM
emory -
* 32mB CMOS'F'aSh ROM 64MB SD Memory SD-M6401M
. GreaTt Fe:tll"es- o1, SD and GF-I 128MB SD Memory SD-M1280M
. wo built-in expansion slots. an -
enable users to run industry-standard memory Part Number/UPC
and wireless options, simultaneously. PD-032U-001 /032017117372

. Sharp and clear 65,536 color display for easy
readability indoors or outdoors

. Variety of optional colored side panels allow
users to customize the look of their PDAs

. Microsoft Pocket PC 2002 operating system
with advanced security features and enhanced
business and multimedia applications

System Characteristics

Processor

Intel® StrongARM processor at 206MHz (1.75V)
Memory

Main memory: 64MB SDRAM (on board)
Program memory: 32MB CMOS Flash ROM

Graphics/Video

Display

3.5” A-Si TFT Reflective Color (Toshiba)
240 x 320 (portrait) resolution (16 bit)
Front light fluorescent lamp

Internal display supports up to 64K colors

Input Devices

Touch Panel

Analog resistance sensitive system touch panel
Buttons

5-way navigation button

4 Application buttons: Calendar, Contacts, Task, Menu
Voice record button

Expandability

1 Type Il CF Card Slot (3.3V)

1 SD (“Secure Digital”) card slot (3.3V)
Ports

Cradle connection port

Stereo headphone jack

Infrared port (115kbps)

Sound

Philips UDA1341TS Sound Chip
13-bit stereo, 44.1kHz sampling rate
Full Duplex support

Sound volume (by software)

Built-in speaker, Built-in microphone
Stereo headphone port

Physical Description

Dimensions (WxDxH): 3.0" x 4.9" x 0.7”
Weight: 6.3 oz.
Power On LED indicator

Power

AC Adapter

15W (5V x 3A) external AC Adapter

100-240V input voltage, 50/60Hz frequency

3.7W x 1.6"D x 1.2"H, 0.4 Ibs.

Battery Pack

Rechargeable Advanced Li-lon battery

3.7V x 1000mAh capacity

Battery life may vary depending on applications, power management
settings and features utilized. Recharge time varies depending on
usage.

Operating System

Microsoft Pocket PC 2002

Included Accessories

Stylus
USB Cradle
AC Adaptor (w/ power cable)

Soft Case
Additional Software

Microsoft ActiveSync 3.5 (on included CD-ROM)
Microsoft Pocket Word, Microsoft Pocket Excel
Pocket Outlook

Windows Media Player 8

Microsoft® Pocket Internet Explorer®

Toshiba America Information Systems Inc. ("TAIS") shall not be liable for damages of any kind for use of this information, which is subject to change without notice. Copyright 2002 TAIS
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