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*** Business Winstone® 2002 BatteryMark™ Version 1.0 
These models achieved the battery life times shown using Ziff Davis Media Inc.’s Business Winstone® 2002 BatteryMark™ Version 1.0.  These tests were 
performed without independent verification by the VeriTest testing division of Lionbridge Technologies, Inc. (“VeriTest”).  Neither Ziff Davis Media Inc. nor 
VeriTest makes any representations or warranties as to the results of the tests.  Winstone® is a registered trademark and BatteryMark™ is a trademark of Ziff 
Davis Publishing Holdings Inc. in the U.S. and other countries.  Copyright 2002 Ziff Davis Media Inc.  All Rights Reserved.  All products used in the tests were 
shipping versions available to the general public.  The battery life results were achieved running the Business Winstone® 2002 BatteryMark™ Version 1.0 on 
the following system parameters.  System parameters were set according to Ziff Davis Media Inc.’s recommendations. 
 
 
         
  NW2.8G(800MHz) w/HT,17"WXGA,256MB+256MB,60GB(4200rpm),DVD-R/-RW,1394/FIR,802.11b(Agere), No BT Antenna, NV34M(32MB), 12cell, harman/
         

  Catalog Spec (1st) 2.0H     
                   (1st+2nd) -     
  Number of Conditioning Phase 1     
  

Battery Life 

Life Test Run 2     
         

 CPU Name Intel® Pentium®4 Processer     
 speed 2.8GHz     
 

Processor info 

number of processors 1     
 amount of RAM 512MB     
 

A 

Amount of secondary RAM cache 512KB     
         
 Li-Ion     
 

type(1st) 

14.8Vx6450mAh(12cell)     
 model number(1st) PA3291U-1BAS/1BRS     
 -     
 

type(2nd) 

-     
 model number(2nd) -     
 

B Battery 

number of batteries 1st=1 , 2nd=0     
         

 Graphics nVIDIA NV34M     
 32MB     
 

amount and type of RAM 

DDR     
 graphics driver name and version nVIDIA Display Driver for NV34M     
 

C 

graphics resolution and color depth, refresh rate 17"Wide 1440x900/32bit/60Hz     
         

 hard disk capacity 60GB (4200rpm)     
 hard disk file system & transfer mode+C15 Enhanced IDE(ATA-5)     
 hard disk controller model Intel® 82801EBM      
 

D 

size of hardware cache if any -     
         

 operating system version, service pack Windows XP Professional Savice 
Pack 1     

 

E 

other special conditions N/A     
         
 BIOS version V0.10     
 

F 

Power management setting see another sheet     
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